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	Content:

· Fitting instructions

· No. 1 chromed aluminium fuel lid door


	Before installation

- Read entire instructions before proceeding.

- Clean installation area.

- Work in well ventilated area

- Take care not to drop any bolts into fuel filler pipe during installation.

- Be careful not to scratch paint

	1 - Remove fuel filler cap
Open stock fuel door and unscrew fuel filler cap.

Remove tether from stock fuel door hinge.

While removing, apply pressure to the tether anchor on the back side of the hinge to avoid breaking the tether.

Place cap and tether on clean rag.

	2 - Remove stock fuel door

With a driver remove the two mounting bolts at the base of the fuel door hinge and carefully remove the fuel door. 

Place stock fuel door and mounting bolts on clear rag.

	3 - Remove rubber stops

Carefully remove each rubber stop.

Avoid breaking by applying pressure to the back side of the rubber stop anchor behind the sheet metal while pulling the rubber stop out.

	4 - Position aluminium fuel door

Place the aluminium fuel door onto vehicle body with plastic mounting clip of fuel door ring hooking onto the sheet metal of the car.

	5 - Replace screws

Insert mounting screws, apply nuts to the back side of the sheet metal, and tighten with 4 mm driver while holding nut with fingers.

	6 - Replace tether

Apply gas cap tether to the tether clip on new fuel door ring.

	7 - After installation

Assure fuel cap is replaced and tight.

Save stock fuel door and bolts.

Wipe area clean with a soft towel.


